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ELECTROPLAST SA
Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud

Cod CPSA 273. Fire si cabluri

Cabiu de joasé téﬁsiune bipolér cu conductor de aluminiu si
conductor concentric de cupru cu izolatie XLPE si manta de
PVC, Uo/U: 0,6/1 kV

AUE4*CR-0,6/1 kV 1x10+6C
Tambur : M04_554_T582/ 24.05.2021

ARE4*CR-0,6/1 kV 1x25+16C

ELECTROPLAST SA
Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud

ELECTROPLAST SA
Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud

ST 143:2012,ed.4, rev.1/2021 elaborata de ELECTROPLAST SA si
ENEL DC 4125R0, Ed. 02/19.03.2018

Conform anexa

30.07.2024

In baza rezultatelor incercarilor efectuate si a evaludrii initiale a sistemului calitatii, se declara ca produsul incercat este in conformitate cu

standardul(le) mentionat(e) mai sus.

Based on the results of the performed tests and initial assessment of the quality system, the tested product is declared to be in compliance

with the above standard(s).

Schema de certificare utilizata este «3» (certificarea conformitatii pe baza de incercari i supravegherea productiei).
The certification scheme used is «3» (conformity certification based on tests and manufacture surveillance).

Acest certificat $i anexa sa pot fi reproduse numai in intregime.
This certificate and annex may only be reproduced in full.

Acest certificat nu este transferabil si ramane proprietatea organismului emitent.
This certificate is not transferable and remains the property of issuing body.

Statutul si autenticitatea acestui certificat poate fi verificata pe site-ul www.oicpe.ro
The Status and authenticity of this certificate may be verified by visiting site
MANAGER DEPARTAMENT CERTIFICARE
CERTIFICATION DEPARTMENT MANAGER
ing. Dragos Rosmeteniuc
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Aceasta anexa este valabilda numai cu CERTIFICATUL DE CONFORMITATE nr. 813/30.07.2021
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

Raport de evaluare a productiei: 60.1/14.07.2021

Production assessment report No

Titular certificat (nume si adres3): ELECTROPLAST SA

Certificate holder (name and address): Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud

Denumire produs: Cablu de joasi tensiune bipolar cu conductor de aluminiu si conductor concentric
Product name de cupru cu izolatie XLPE si manta de PVC, U,/U: 0,6/1 kV

Caracteristici comune pentru tipul referinta si variante

Domeniu de utilizare: in instalatii electrice fixe pentru tensiuni nominale de Uo/U=0,6/1kV
Temperatura maxima admisa pe conductorul de faza, in functionare de durati:+90 °C
Temperatura maxima admisa pe conductorul concentric in functionare de durata: +85 °C
Conductor de faza: aluminiu unifilar sau multifilar compactizat, de sectiune circulara, clasa 1 sau 2
Izolatie conductor de faza: XLPE tip DIX 3 de culoare neagra

Strat separator nehigroscopic: folie poliesterica

Conductor concentric din sarma si band& de cupru

Manta exterioara: PVC, tip DMV 13, culoare gri RAL 7001

Nr.crt Tip/model Raport de incercare Date tehnice
No. Type/Model Test Report Technical Data
AUE4*CR-0,6/1 kV 11769/23.07.2018 Conductor de faza: unifilar, clasa 1
1 1x10+6C emis de Laboratorul de Incercari al SeCtiune nominala conductor de faza:10 mm?2
(referint3) ELECTROPLAST SA conform Sectiune conductor concentric: 6 mm?
Nr. matricol: ST 143:2012, ed.4, rev.0:2018
3301 01 art.3 —tabel 7 faranr.crt. 8.1

2/31.07.2018

emis de INCDIE - ICPE CA, conform

ST 143:2012. ed.4, rev.0:2018
art.3 —tabel 7, nr.crt.8.1
151/08.07.2021

emis de Laboratorul de Incercari al
ELECTROPLAST SA conform
ST 143:2012.ed.4, rev.1:2021

art.3 —tabel 7,
nr.crt. 6.7, 6.9,6.10,6.12, 7.1 5i 8.4
2 | ARE4*CR-0,6/1 kV - Conductor de faza, de aluminiu: multifilar
1x25+16C compactizat, clasa 2
(variant) Sectiune nominala conductor de faza: 25 mm?
Nr. matricol: Sectiune conductor concentric: 16 mm?

330105
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