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ELECTRIC PRODUCTS CERTIFICATION INDEPENDENT BODY—-OICPE acorda:
Electric Products Certification Independent Body — OICPE grants to

Titu!arului de licentd (nume si adres): ELECTROPLAST SA
The licence holder (name and address): Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nisiud

Dreptul de utilizare a Marcii de conformitate B pentru:

the right to use the H Conformity Mark for: _

Denumire produs: Cablu de joasa tensiune bipolar cu conductor de aluminiu si

Product: conductor concentric de cupru cu izolatie XLPE si manta de
PVC, Uo/U: 0,6/1 kV

Tip/model de referinta: *

Refgtence Bpdiiods! AUE4*CR-0,6/1 kV 1x10+6C

Varianta(e):

Variant(s):( ARE4*CR-0,6/1 kV 1x25+16C

Marca comerciala inregistrata: .

Registered Trade Mark:

Domeniul de aplicare: . : :

Apilicationiale: Cod CPSA 273. Fire si cabluri

Producator (nume si adress): ELECTROPLAST SA

Manufacturer (name and address): Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasiud
Locul de productie (nume si adres3): ELECTROPLAST SA

Manufacturing location (name and address): Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud
Produsul a fost evaluat si corespunde cu

cerintele documentelor iormatise: ST 143:2012,ed.4, rev.1/2021 elaborati de ELECTROPLAST SA

The product has been assessed and it complies with si ENEL DC 4125R0, Ed. 02/19.03.2018

the requirements of standards:

L|cgnga gste \./alab'l.la pana la data: 30.07.2024

The licence is valid until: X )

in conditiile mentinerii conformitatii produselor cu cerintele documentelor normative specificate si cu respectarea
cerintelor din Contractul General nr. 15/2018 si Act Aditional nr.1/2021 si Contractul de Licentiere nr. 25.1/2018 si
Act Aditional nr.1/2021.

In condition that the conformity of the products is maintained to the requirements of the specified standards, and that the requirements in the Genera
Agreement no 15/2018 and Additional Act no.1/2021 in the Licence Agreement no 25.1/2018 and Additional Act no. 1/2021 are fulfilled.

Schema de certificare utilizata este « 3 », pe baza de incerciri, supraveghere a fabricatiei si licenta pentru
marca de conformitate.
The certification scheme usedis « 3 », based on tests, manuf’ac‘t_u urveillance and licence for mark of conformity.
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Raport de evaluare a productiei: 60.1/14.07.2021

Production assessment report No

Titular licenta (nume si adresd): ELECTROPLAST SA
Licence holder (name and address): Str. Subcetate nr. 14, Bistrita, jud. Bistrita-Nasaud

Denumire produs: Cablu de joasa tensiune bipolar cu conductor de aluminiu si conductor concentric
Product name de cupru cu izolatie XLPE si manta de PVC, U,/U: 0,6/1 kV

Caracteristici comune pentru tipul referinti si variante

Domeniu de utilizare: in instalatii electrice fixe pentru tensiuni nominale de Uo/U=0,6/1kV
Temperatura maxima admisa pe conductorul de faza, in functionare de durati:+90 °C
Temperatura maxima admisa pe conductorul concentric in functionare de durata: +85 °C
Conductor de faza: aluminiu unifilar sau multifilar compactizat, de sectiune circulara, clasa 1 sau 2
Izolatie conductor de faza: XLPE tip DIX 3 de culoare neagra

Strat separator nehigroscopic: folie poliesterica

Conductor concentric din sdrma si band& de cupru

Manta exterioara: PVC, tip DMV 13, culoare gri RAL 7001

Nr.crt Tip/model Raport de incercare Date tehnice
No. Type/Model Test Report Technical Data
AUE4*CR-0,6/1 kV 11769/23.07.2018 Conductor de faza: unifilar, clasa 1
1 1x10+6C emis de Laboratorul de Incercari al | Sectiune nominald conductor de faz: 10 mm?
(referints) ELECTROPLAST SA conform Sectiune conductor concentric: 6 mm?
Nr. matricol: ST 143:2012, ed.4, rev.0:2018
330101 art.3 —tabel 7 faranr.crt. 8.1

2/31.07.2018

emis de INCDIE - ICPE CA, conform

ST 143:2012. ed.4, rev.0:2018
art.3 —tabel 7, nr.crt.8.1
151/08.07.2021

emis de Laboratorul de Incercari al
ELECTROPLAST SA conform
ST 143:2012.ed.4, rev.1:2021

art.3 —tabel 7,
nrcrt. 6.7, 6.9, 6.10, 6.12, 7.1 5i 8.4
2 | ARE4*CR-0,6/1 kV - Conductor de faza, de aluminiu: multifilar
1x25+16C compactizat, clasa 2
(varianta) Sectiune nominala conductor de faza: 25 mm?
Nr. matricol: Sectiune conductor concentric: 16 mm?

330105

MANAGER DEPARTAMENT CERTIFICARE
CERTIFICATION DEPARTMENT MANAGER
ing. Dragos Rosmeteniuc

s Y /
‘J Karlg=g J
OICPE Cod F-25 \\\s’ 3 _y Editia din 06.01.2020




